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1. ITORODDCTICN 

The possible use of Bands I¥ and Y (470-585 Me/s and 610-960 Mc/s, 
respectively) for broadcast purposes has led to interest in receivers operating at 
these frequencies with a good performance in respect of noise and selectivity. In 
superheterodyne receivers the mixer stage is an important source of noise. At lower 
frequencies the selectivity of a receiver and the signal— to-a.oise ratio of its output 
can be improved easily by preceding the mixer stage by a stage of r.f. amplification. 
At u.h. f. amplification is difficult owing to transit— time effects, and the noise 
introduced by M. amplifier stage becomes comparable with that introduced by the mixer 
stage. Careful design of the valve and its associated components is therefore 
necessary to obtain any advantage over the present commonly- used arrangement of a 
crystal mixer as the first stage. 

The object of this report is to review some of the types of valve that are 
suitable for use in u.h. f, amplifying stages in receivers, and to describe units 
which have been constructed to test the performance of two of these valves at a 
frequaa try of about 655 Mc/s. 



8. TIPES OP VAL71 AYAILABLE 

In a u.h.f, amplifier stage it is usual to employ a triode valve arranged 
for connection as a groiinded— grid amplifier. A triode has the advantage of low 
partition noise compared with a pentode, whilst the grounded— grid connection avoids 
the necessity for neutralization. The input impedance is low and largely resistive 
so that matching of the input over a wide band to a feeder of about 70 ohms is 
relatively easy. U.H.F. trlodes are usually construeted for use as grounded— grid 
amplifiers by bringing out several connections from the grid electrode, thus reducing 
series inductance. This technique is brought to its logical conclusion In the disc- 
seal triode where the grid is connected to a conducting disc which projects out 
through the glass envelope of the valve. 

Among the valves with conventional pin bases manuf actiired in the United 
Kingdom are the Ag5Sl made by G.B.C, and the 6AM4 made by Brimar. Talves using 
the disc-seal construction are the TDOa-5 {CVS54) made by Mullard, and its equivalent 
the DErg3 made by G.E.C. The Mullard BC66 is also of the disc-seal type but has the 
"lighthouse" type of construction, its heater and d,c. cathode connections being 
brought out on a conventional pin base. It Is a more expensive type of valve capable 
of operation up to 4000 Me/s. 



3. CONSTRUCTION OF U.H.P. AMPLIFIERS 

Two amplifiers were constructed to investigate two tjrpes of valve; they were 
designed for unbalanced input and output connections (with. impedEmces of 70 ohms) in 
order to facilitate measurements of stage gain and other parameters. 

3.1. Amplifier Using the A2521 Talve 

Fig, 1 shows the electrical circuit of the amplifier using an AgBSl valve 
and Pigs. 2 and 3 show the mechanical layout of the input and output circuits 
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Fig. 1 - Electrical circuit of the A252I amplifier 
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Fig. 2- A252i amplifier^ — input circuit 
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Fig. 3- A252I ampl if ier — output circuit 




STANDARD PAXOLIN 
B9A VALVE HOLDER 



respectively, with cover plates removed. The valve is mounted in a modified type 

of standard paxolin B9A valve holder >4iich is shown in Pig. 4. Early tests were made 

using a standard P.T. F.B. valve holder, 

hut it was found that the inductance in 

the electrical path hetween the chassis 

of the amplifier and the grid electrode 

was sufficient to cause considerable 

positive f eedhaek. The modified valve 

holder gave a shorter path for grid 

currents and gave the connections a 

much greater cross— sectional area than 

in a normal valve holder. (An 

amplifier has heen constructed by 

E.M.I. Electronics using an A25S1 

valve, in which a different mechanical 

layout is used. In the description of 

its performance-^ positive feedback due 

to grid lead inductance is not mentioned 

and may well be unimportant with the 

mechanical layout employed. ) 
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TO OTHER ELECTRODES. 
HOLES MADE IN FOIL TO 
ALLOW PENETRATION OF 
GRID PINS. 



As may be seen from Pigs. 2 
and 3, the input and output circuits 
are in separate screened compartments, 
the dividing wall of -viich is connected 

to the grid of the valve. Power supplies are fed into the amplifier by ceramic feed- 
through capacitors and r.f. chokes. The u.h.f. input is fed to the cathode through a 



Fig. ij- Modified B9A paxolin valve holder 



coaxial socket, matching network and d.c. tilocking capacitor. Bias voltage is 
developed across a 68-olim resistor in the d.c. connection to the cathode. The anode 
timed circuit is a strip line electrically half a wavelength long formed hy a brass 
strip approximately 2 in. (5 cm) long. It is attached to the anode pin at one end 

and to a tuning capacitor at the other end. H.T. power is fed to the strip line 
at the point where there is an electrical node at mid-band frequency. The u.h.f. 
output is taken from a coaxial socket, the centre connection of which is coupled 
to the strip line via a d.c. blocking capacitor. The position of the coupling point 
is adjusted to provide the required output impedance or bandwidth at a given frequency. 

The results obtained in measurements made on the amplifier are given in 
Section 4. 

3.2. Amplifier Using the TD03-5 Valve 

An electrical circuit diagram of the amplifier designed to use a TD03-^ 
valve is shown in Pig. 5. Photographs of the input and output sections of the 
amplifier with their cover plates removed are shown in Figs. 6 and 7 respectively. 
The input and output circuits are in separate compartments formed by the H-shaped 
chassis and the cover plates. The valve is moimted through a hole in the part of the 
chassis which forms the dividing wall between the input and output circuits, and the 
grid is connected to the chassis by a circular spring clip. 
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Fig. 5- Electrical circuit of the TD03-5 amplifier 

The u.h.f. input power is fed to the cathode by a cylindrical strip-line 
matching network. The heater power and cathode bias potential are fed coaxially 
inside the cylindrical strip line and are decoupled tri the chassis in "mica sandwich" 
capacitors at the short-circuited end of the strip line. Bias is derived from the 
voltage developed across a 150-ohm resistor in the d.c. connection to the cathode. 



The anode connecting ring of the valve is firmly clamped to a strip of brass 



approximately 4 in. x 1 in. x — in. (10 cm x 2-5 cm x 0- 3 cm) 
the anode line and is electrically a quarter wavelength long; 
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Fig. 6 - TD03-5 ampl if ier— input circuit 




Fig. 7-TD03-5 amplifier — output circuit 



to the chassis at one end and has the anode of the valve and a tuning capacitor at 
the other end. The valve manufacturer's specification states that the mass of metal 
in close thermal contact with the anode disc should not be less than 2 oz (60 gm) 
of brass or its equivalent. The complete anode line is made in the form of a "mica 
sandwich" such that the metal on either side of the mica is practically at the same 
u.h.f. potential but at different d.c. potentials. The top part of the sandwich is 
at h.t. potential and the bottom part is at zero potential and is connected to the 
chassis. The u.h.f. output from the amplifier is taken from a tapping point on the 
"earthy" side of the anode line to provide the required output impedance or bandwidth 
at a given frequency. 

The results of measurements made on the amplifier are given in Section 4. 



4. MMSnRID PIRPORMMCB OP THl IMPLIPIIRS 

4. 1. Tuning Arrangement 

Both amplifiers were constructed so that their mid- frequency could be 
adjusted at least over the range 650-660 Me/s. The continuous tuning ranges of the 
Ag521 and TDOa-5 amplifiers were in fact about 610-700 Mc/s and 540-670 Me/s respec- 
tively. In each ease, however, the design was such that a much coarser adjustment 
of mid-frequency was available by simple mechanical alterations to the anode and 
cathode lines. 

4.S. Input and Output Impedance 

A General Radio admittance meter was used to make measurements of the input 
and output admittances. The amplifiers were timed to about 655 Mc/s, and a 70~ohm 
resistive load was connected either to the input or to the output socket (tdiichever 
was not under test). The normalized impedances referred to the rear of the input and 
output sockets are shoMi in Figs. 8 and 9 respectively, 

4.3. Gain and Bandwidth 

The gain Eind bandwidth were measured using as a standard the piston 
attenuator on a signal generator. The amplifiers were tuned to the frequencies used 
in the previous measurements and the gain was measured between equal source and 
load impedances of 70 ohms. The results are shown in Fig. 10. It should be noted 
that the bandwidth is largely a consequence of the particular matching adjustments; 
no attempt was made to achieve a wide bandwidth. 

4.4. Noise Factor 

The noise factor of each amplifier was deduced by using a 50-ohm coaxial 
diode noise generator, first to measure the noise factor of a u.h.f. converter feeding 
into a v.h.f. receiver and then to measure the noise factor of this combination 
preceded by the amplifier. The input impedance of the u.h.f. converter was adjusted 
to present a 70~ohm resistive impedance to the output of the amplifier and noise 
generator. The results were as follows. 




Fig. 8 - Amplifier input impedance normal i zed to 70 olims 

A252I ampl ifier 
-•— TD03-5 amplifier 



Noise factor of u.h.f. converter feeding 
into v.h.f. receiver 

Noise factor of amplifier feeding into u.h.f. 
converter followed lay v.h.f. receiver 

Mid-band gain of amplifier 

Deduced noise factor of amplifier 



A25S1 
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13-1 dB 



10 '9 dB 
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Amplifier 

16 '1 dB 
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10.2 dB 



(Different u.h.f. converters were used for each amplifier) 




Fig. 9 -Amplifier output impedance normalized to 70 ohms 
— O— O— A252I amplifier 
— • •— TD03-5 amplifier 



4.5. Effect of Change of Valve 

The A2521 valve was replaced by the only available spare AS521. Before 
any adjustments were made to the circuit the following changes were noted: 

Change of mid-band frequency +3" 5 Mc/s 
Change of mid-band gain dB 

The valve in the TD03-5 amplifier was replaced in turn by two other TD03-5s and also 
by a DBT23. Before any adjustments were made to the circuit the following changes 
were noted: 

Change of mid-band frequency TD03-5 (i) -5 Mc/s 

Change of mid-band gain TD03-5 (i) +0-7 dB 

TIX)3-5 (ii) +0-2 dB 
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4.6. Valve Life 

The TD03-5 amplifier was in almost daily use for about five montlis without 
any change of valve. There was no detectable deterioration of perfonnance over this 
period. 



5. DISCUSSION OP RESULTS 

The amplifiers were constructed primarily to check the perfor..iance of the 
valves at one frequency. For the purposes of gain measurement, adjustments were made 
for a mid-band output impedance of approximately 70 ohms. At this stage no attention 
was given to the resulting bandwidth. It was known from later experiments, however, 
that the bandwidth of the TD03-5 amplifier could be increased considerably by using 
different settings of the output matching network. In fact the bandwidth could be 
almost doubled with no noticeable decrease in mid-band gain. It is theoretically 
possible to increase the bandwidth of both amplifiers by employing double-tuned anode 
circuits. 

In Pig. 10 the gain of the Ag581 amplifier using a standard P.T.F.E. B9A 
valve holder is shown for comparison. The apparent a-factor of the unloaded anode 
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tuned-cireuit in this case is about 400o This is a high value for this type of 
circuit and suggests that positive feedback is presents This is confirmed by the fact 
that the gain reaches a higher value than that obtained in the final amplifier with an 
improved valve holder. It may be shown that inductance between the grid of the 
valve and earth in a groimded-grid amplifier gives rise to positive feedback. This 
was checked in the A2581 amplifier by partly withdrawing the valve from its holder, 
thus lengthening the path between grid and earth, and also by removing one of the 
grid connections on the valve holder, thus decreasing the cross-sectional area of the 
grid connections. In each case the apparent Q-factor rose to over 600= A measure- 
ment of the backwards attenuation of the amplifier (i.e. the attenuation from output 
to input) gives the amplitude of the feedback ratio, but gives no information 
concerning the phase. Since we have reason to believe that it is in the positive 
sense in the A2521 amplifier, the following measurements of backwards attenuation are 
of interest: 

A2521 Amplifier Backwards Attenuation • 

(dB) 

Using modified paxolin valve holder 35 

Using standard P.T.P.B. valve holder 24 

Using standard P.T.P.E. valve holder 18 

with valve partly withdrawn 

Using standard P.T.F. S. valve holder 7' 5 

with one grid connection removed 

It is evident from these figures that considerable attention should be paid to the 
way in which connections are made to the valve pins. An attempt was made to test 
the 6AM4 valve in the chassis which was constructed for the A2521, but oscillation 
could not be prevented when the amplifier was tuned to frequencies between 600 Mc/s 
and 700 Mc/s even though the modified pajixslin valve holder was used. 

Mhen the noise factor of the amplifiers was measured no attempt at improve- 
ment was made by changing the input tap on the matching circuit. It was thought 
that the tedious work involved would not be justified by the possible small improve- 
ment in noise factor. 



6. CONOjUSIONS 

It has been shown that a single— stage amplifier incorporating the A2521, 
TD03-5 or DST23 valves will give a gain of about 11 dB with a bandwidth suitable for 
television channels at a frequency of about 655 Mc/s. The amplifier noise factor at 
this frequency is about 10 dB. These figures correspond quite well with those given 
by the manufacturers (see Appendix). 



A description of the design and performance of the A2521 valve has been 
by tb 
in this report. 



published by the manufacturer^ since the completion of the experimental work described 
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A detailed account of the design of an amplifier using an BOSS valve lias 
been described elsewhere.^ The measured gain at 600 Me/s was 16 dB with a bandwidth 
of 7 Mo/So 

It has been shown that the mechanical layout of a u.h.f. amplifier is of 
great importance if positive feedback is to be avoided, and that special attention 
should be given to the connections to the grid of the valve. The disc— seal valve 
reduced the problem of positive feedback by lending itself to a design of amplifier 
where the input and output circuits are virtually isolated. The disadvantage of the 
disc-seal valve is its need for special mounting brackets and clips. The TDOa-5 has 
the additional disadvantage of requiring a large bulk of metal in thermal contact with 
its anode. 
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APPENDIX 

Typical Operating Conditions, Performance, and Valve Parameters 
fiuoted by Manufacturers 





A 2521 


TDOa-5, DET23 


6AM4 


BC56 


K 


130 V 


250 Y 


SOO Y 


220 Y 


I 

a 


16 mA 


10 mA 


10 mA 


30 mA 


'f 


6-3 V 


6-3 V 


6-3 Y 


6-3 Y 


If 


0-37 A 


0-4 A 


0-225 A 


0-65 A 


h 


-1 V 


-2 V 


-1 Y 


-4 Y 


f^ 


60 


70 


85 


43 


Sn 


15 mA/Y 


6*5 mA/Y 


9'8 mA/Y 


19 mA/Y 


Electrode Capacity 










^i+A. g 


4-0 pP 


2-0 pP 


4-6 pP 


3-3 PP 


^a.. 


1'8 pP 


1-0 pP 


2-4 pP 


1-6 pP 


^k*h. a 


0-07 pP 


0-01 pP 


0- 16 pP 


0-04 pP 


Power Gain and Bandwidth. 


Gain at 900 Mc/s, 

10 dBj 

■bandwidth for 

3 dB fall in 

response, 50 Mc/s 






Gain at 4000 Me/s, 

12 dBj 

bandwidth for 

0-1 dB fall in 

response, 50 Mc/s 


Noise Factor 


8' 4 dB 
at 500 Mc/s 
to 11-5 dB 
at 900 Mc/s 


9' 5 dB 

at 1000 Mc/s 

with 15 dB 

power gain 
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